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Main Features

/  Monitors water leaks /  Connection lead 2 meter

/  Water detection rope length 10 meter /  Use with INT1 and INT3 intelligent PDUs

/  Can be used in conjunction with other sensors

Product Overview

The Excel water leak detection rope comes in a length of 10 meter and plugs directly into the Excel intelligent PDU such as INT1 or
INT3 models (meaning the is no need for additional power supplies).

The water leak detection provides valuable protection for your servers and equipment against damaging water leaks from
malfunctioning HVAC systems, cafeteria accidents, or any general plumbing failures in your facilities.

Simply lay its sensing cable around your equipment, place it on the floor or beneath a raised floor, inside the rack floor.

Page 1/3 This data sheet was generated at 12:45am 16th August 2026 and is subject to change at any time.

https://excel-networking.com/catalogue/product/500-900-10
https://excel-networking.com/catalogue/product/500-900-10


Excel Intelligent PDU Water Leak Detection Rope Sensor

Part Code: 500-900-10 sales@excel-networking.com

excel-networking.com

Product Specifications

Feature Values

Indicator Digital

Standards

Applicable standard Detail

Directive 2008/98/EC (WFD) Waste Framework Directive — compliant. Implemented in
the UK through the Waste (England and Wales)
Regulations 2011 (SI 2011 No. 988).

ECHA SCIP Database Compliant; product does not contain SVHCs (Substances
of Very High Concern) as defined under REACH Article
33(1). Submission obligations met under EU REACH and
UK REACH.

Regulation (EU) 2019/1021 (POPs) EU Regulation on Persistent Organic Pollutants —
compliant. For Great Britain, compliance is aligned with the
Persistent Organic Pollutants (Amendment) (EU Exit)
Regulations 2020 (SI 2020 No. 1355).

Directive 2011/65/EU (RoHS II) Restriction of the Use of Certain Hazardous Substances in
Electrical and Electronic Equipment — compliant. Applies
within EU member states).

Directive (EU) 2015/863 (RoHS III) Amending Directive 2011/65/EU to add four phthalates
(DEHP, BBP, DBP, DIBP) to Annex II — compliant.

UK SI 2012 No. 3032 The Restriction of the Use of Certain Hazardous
Substances in Electrical and Electronic Equipment
Regulations 2012 (UK RoHS) — compliant for Great
Britain. Retained EU law, as amended by the Product
Safety and Metrology (Amendment etc.) (EU Exit)
Regulations 2019.
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